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ADVANTAGESWHAT IT’S FOR HOW TO USE IT

FILASTONE PLUS
SOLVENT-BASED COLOUR-ENHANCING STAIN PROTECTOR

REV. 00 - 08/05/2014

No dilution required: ready to use.
Application after installation of a new floor: 
1.  Wash the floor thoroughly using  

DETERDEK (cement grout) or  FILACR10 
(epoxy grout).

2. Apply FILASTOP DIRT to the dry and clean 
floor evenly on the material and over the 
grout joints using a brush, sponge or fleece 
cloth.

3. Rub the surface with a cloth or floor 
scrubber with white disc. 

4. Remove any product residues within 10 
minutes using a clean cloth or floor scrubber 
with white disc. The product should be 
applied to areas of 2-3m2 at a time.

5. The surface can be treaded after 12 hours.
Application on untreated surface to be 
restored: 
1. Wash the floor using  FILAPS87 and/or 
DETERDEK.
2. Apply FILASTOP DIRT on the dry surface in 
the manner described above.

FILASTOP DIRT
PROTECTIVE BARRIER AGAINST DIRT

 TEXTURED  
PORCELAIN TILES
 UNPOLISHED  
PORCELAIN TILES

  The product bonds chemically with 
the material without leaving a film 
on the surface.

  Limits water retention (laboratory 
tests conducted on floors laid 
according to the UNI 11493 
standard).

  Does not affect any anti slip rating 
of the material (tests conducted in 
conformity to the  B.C.R.A. and 
ASTMC 1028-2007 methods).

  Suitable for interior and outdoor 
use.

 Resists UV radiation and does not 
yellow.

 Improves the material’s resistance 
to dirt caused by traffic.

 Protects the material against 
watery or oily stains.

 Faci l i tates c leaning of  the 
surfaces.

COMPOSITION
A mixture of silicone resins dispersed in 
dearomatised hydrocarbon solvent.

LABELLING
Signal words: Danger
 
Flammable liquid and vapour. may be 
fatal if swallowed and enters airways. 
Harmful to aquatic life with long lasting 
effects. Repeated exposure may cause skin 
dryness or cracking.

If medical advice is needed, have 
product container or label at hand. Keep 
out of reach of children. Keep away from 
heat / sparks / open flames / hot surfaces. No 
smoking. Wear protective gloves / protective 
clothing / eye protection / face protection. IF 
SWALLOWED: Immediately call a POISON CENTER 
or doctor / physician. Dispose of contents / container 
in accordance with official regulations.
Contains: NAPHTA (PETROL.) HYDROTREATED 
HEAVY

TECHNICAL FEATURES
Appearance: liquid
Colour: colourless
Odour: typical of hydrocarbon solvent
Density: 0,887kg/l
Flammability: > 40°C
This information is the result of our most up-to-
date technical know-how and is based on ongoing 
laboratory research and testing. Nevertheless, for 
reasons beyond our control, any suggestions always 
require appropriate analysis, testing and monitoring.  
Fila shall not accept any responsibility for improper use 
of its products.

With one litre of product:

Textured and unglazed stoneware   
                                     30 - 40  m2

“Coverage shown is for guidance purposes only 
and refers to single coats”

COVERAGE 

Packages
500 ml cans: 12-piece cartons.

 

Suggestion:
In case of stubborn residues, rub the surface 
with a cloth wet with the product until they 
disappear completely.
Caution:
The product may enhance the colour of the 
material or grouting, carry out a spot test 
beforehand. Solvent-based product, aerate 
rooms during indoor use.  

PICTURES: by courtesy of Ceramiche Atlas Concorde S.p.a.




